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PE. PEX&R%I G BRI REEL A PP E PE,PEX Series Single Toggle Jaw Crusher has the features of great

¥4, BT R EREARIE320Mpafainet. crushing ratio,uniform siges of promance. It can be used to crush
PEZZIETER, PEXRSIEFH. @Rk, material its compressive resistance not more than 320 Mpa.

PE series is used in primary crushing, PEX series is used in
secondary crushing and fine crushing.

RS Features and Benefits:
OIS E. TSR ©S8imple structure and reliable operation
OB E. IETHRALRT ©Convenient maintenance and low operation cost

BAR&# Technical Data

SEERS AHCRREE .
PE-400 X 600 400X 600 340 40-100 30 6.5
PE-500 X750 500X 750 425 50-100 25-60 55 10.6
PE-600 X 900 600X 900 500 65-180 30-85 55-75 15.5
PE-750 X 1060 750X 1060 630 80-180 72-150 90-110 28
PE-800 X 1060 800 X% 1060 680 100-200 85-143 90-110 30
PE-870 X 1060 870X 1060 750 170-270 145-235 90-110 30.5
PE-900 X 1200 900X 1200 780 95-225 100-240 110-132 49
PE-1000 X 1200 1000X 1200 850 195-280 190-275 110-132 51
PE-1200 X 1500 1200X% 1500 1020 150-300 250-500 200 89
PEX-250 % 1000 250 %1000 210 25-60 10-32 30-37 6.5
PEX-250 X 1200 250X 1200 210 25-60 13-38 37 7.7
PEX-300 X 1300 300 X% 1300 250 20-90 10-65 75 11

e WmeEHHMITAEYR. BERAREE R .6X10%g/m KRR,
Note:The processing capacity is described on the basis of data about processing mid-hard materials and the bulk density of crushed

mate ials is |.6t/| T




#£#J& Structural Drawing

1. #1228 Frame

2. B E%iHk Fixed Jaw Plate

3. AR Movable Jaw Plate
4. BhEMovable Jaw

5. fRCiEccentric Shaft

6. [t Toggle

7. BERAdjusting Toggle Seat

MRt Overall Dimensions

f e |
4M2R<(mm): Overall Dimensions

me A B c D
PE-400 X 600 1732 1110 636 1105
PE-500 X 750 1916 1256 820 1270
PE-600 X900 1840 1400 960 1540
PE-750 X 1060 2472 1820 1060 2010
PE-800 % 1060 2556 1780 1060 1970
PE-870 % 1060 2556 1780 1060 1970
PE-900 X 1200 3182 1976 1200 2125
PE-1000 X 1200 3182 1976 1200 2125
PE-1200 % 1500 3732 1780 1620 2700
PEX-250% 1000 1992 1500 1010 930
PEX-250 X 1200 2192 1700 1220 930
PEX-300X 1300 2320 1840 1320 1110
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LigmERRXENESNE 258 5
021-5756 6166 021-5820 2968
021-5756 6188 021-5820 0089
201414

www.shsmzj.com
info@sanmecrusher.com

Add: No.258, Fengcun Road, Qingcun County,
Fengxian District, Shanghai 201414, China

Tel: +86 21 5756 6166 +86 21 5820 2968

Fax: +86 21 5756 6188 +86 21 5820 0089

Website: www.sanmecrusher.com

E-mail: sales@sanmecrusher.com

Our products are constantly updated and improved, we reserve the right to change parameters and design without advance notification of customers.
ORRHFF=RIMAE SEFNEFEER, REIRELUTYAE.
If there are any discrepancy and difference between color of product appearance and actual machine type in the picture, color standard is subject to actual object.
OFRFMPMEER—ERL INERE, WL ETAETLHSE.
Specifications and design in the brochures are not always the standard. Please consult our dealers or distributors particularly when purchasing.
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